
Pinpoint
Roller Shades

Technical Information

Product Certifications

Dusting: Regular dusting maintains a like-new 
appearance.  
 
Vacuuming: For deeper cleaning, vacuum gently 
with a furniture brush attachment of any vacuum 
cleaner.
 
Spot-Cleaning: Spot-clean shades with soft cloth or 
sponge moistened with lukewarm water. Blot gently 
and dry shade in fully lowered position.

Warranty Details
Texton, Inc. warrants that Roller Shades will be free from defects in materials and workmanship for as 
long as the original retail purchaser owns the product, provided that products were properly installed in 
commercial, institutional or multi-tenant facilities and products were made or assembled exclusively from 
TEXTON materials and components. 

The obligation of Texton, Inc. is limited to repair or replace the shadings or components found to be 
defective, and excludes shipping charges and labor costs for measuring, fabricating and installation. 
Repairs will be made with like or similar parts.
This warranty does not include any conditions or damages resulting from accidents, alterations, exposure 
to elements (which could cause, among other things, the fading of shade colors), misuse, abuse, motorized 
devices, or failure to follow our instructions with respect to measurement, installation, cleaning or 
maintenance. 

• This warranty does not cover damage to shade fabrics as a result of using window cleaners or similar 
substances, which could cause discoloration of the shades.

• This warranty does not cover any condition or damage resulting from removal of the shade and 
reinstallation in the same or another window.

• This warranty does not apply to conditions caused by normal wear and tear upon the product.

THIS WARRANTY IS EXCLUSIVE AND IN LIEU OF ALL OTHER OBLIGATIONS, LIABILITIES OR WARRANTIES. In 
no event shall Texton, Inc. be liable or responsible for INCIDENTAL OR CONSEQUENTIAL DAMAGES or for 
any other direct or indirect damage, loss, cost, expense or fee. Some states do not allow the exclusion or 
limitation of incidental or consequential damages, so this exclusion or limitation may not apply to you.

Description High-performance blackout roller  
shade fabric

Manufacturer Vertilux
Composition 75% PVC + 25% Fiberglass 
Thickness 0.038” ± 5%
Openess Light Filtering
Max Fabric Width 72”
Fabric Weight 14.3 oz/yd² ± 5 %

Health Certification Greenguard Gold

Bacteria Resistance ASTM G21

Fire Resistance NFPA 701

Production Notes
Fabric Can  Be Turned? No
Fabric Can Be Seamed? Yes
Printable? Yes
Hembar Options Sealed

Care & Cleaning


